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Manual de Instalacao do Windows 7/8/8.1

Passo 1: Introduzir o CD deste produto na entrada CD-ROM. Ligar o dispositivo a porta
USB extra do seu PC.

Passo 2: Se existir uma ligagdo Internet disponivel, O Windows 7/8/8.1 ligara
automaticamente a pagina de Internet Windows Update e procedera a instalagdo do
controlador adequado que encontrar.

Se for executada a instalagdo automatica nao ha necessidade de continuar com o
procedimento a seguir indicado. Se nao for automaticamente encontrado um controlador
adequado entdo deve ser executado o seguinte procedimento.

Premir o botao de inicio do Windows para fazer aparecer o menu de inicio e seleccionar
“Control Panel”.

— |

Jl Getting Started » E
== [— =}
6 Windows Media Center

glunn

Calculator

Documents
Sticky Notes

% Snipping Tool
.a{j’)‘ Paint
[ 4

Remote Desktep Connection

Pictures

Music

Games

Computer

Magnifier

T

Control Panel

®, Solitaire . .
by | Devices and Printers

Default Programs

» All Programs Help and Support

Search progrems and files F el | ME
B wcwd o=

Passo 3: Na janela do Control Panel seleccionar “Hardware and Sound

) lﬁ » Control Panel » '|‘?II| T

Adjust your computer’s settings View by:  Category
| System and Security User Aczounts and Family Safety
A @ Review your computer's status ¥ Add orremove user accounts
IT COMpUREr "j” Set up parental controls for any user

Find an problems

Appearance and Personalization
e theme

top background
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Network and Internet
ei Connect to the Internet
- View netuark status and tasks
Cheose hamegraup and sharing options

, / Hardware and Sound

qﬁ‘ View devices and printers
Add a device

E=% Programs @
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Uninstall 2 program

Change keyboards or other input methads
Change display language

Ease of Access
Lt Windows suggest settings

Optimize visusl display

‘i Clock, Language, and Region
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Passo 4: No ecra seguinte seleccionar “Device Manager”:

mvlﬁa » Control Panel » Hardware and Sound » - | iy

Contrel Panel Home

Devices and Printers

'y
System and Seeurity = 5! Add adevice = Addaprinter | Mouse = B Device Manager
Network and Internet @ AutoPlay
& Hardware and Sound Change de®ault settings for media or devices Play CDs or other media automatically
Pragrams -";} Sound
Uzer Accounts and Family I{? Adjust systzm volume Change system sounds IManage audic devices

ke \Q Pawer Cptions
Lppearsnce and Change power-saving settings | Change what the power buttens do

liz; h
Pesonalization Require a password when the computer wakes Change wher the computer sleeps Choose a power plan
Clack, Language, and Regicn

Display
Ease of Access ! play

ake test end other items larger ar srmaller Adjust sereen resalution | Connect to an external display

Hew ta correct manitar flicker (refresh rate)

((.ﬂ Sound Effect Manager

Passo 5: Na janela do “Device Manager” havera um dispositivo em “Other Devices” com
um simbolo de aviso amarelo para indicar um problema, i.e. nenhum controlador
instalado. O texto junto deste dispositivo dependera do dispositivo ligado. Neste
exemplo os dispositivos eram dispositivos “USB Serial Cable”.
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File Action View Help
&= HE

2  1-PC -
1+ g8 Computer

I g Disk drives
1 B Display adapters
I J}ﬁ Humian Interface Devices
1L IDE ATA/ATAPL controllers
1+ i@ IEEE 1394 Bus host controllers
= Keyboards
P - ﬂ Mice and ether painting devices
1B Monitors
¥ Metwork adapters
I Other devices
[ USB Serial Converter
455" Ports (COM & LPT)
! -T'? Communications Port (COML)
1[0 Processors
-4y Seund, video and game controllers
1 -qB8 System devices
4. Universal Serial Bus controllers
i Standard Enhanced PClto USB Host Controller
- Standerd Enhanced PCIto USE Host Contraller
a Standard OpenHCD USE Host Controller
L~ Standard OpenHCD USE Host Contraller
l.. | USE Mass Storage Device
L. § USBRoot Hub
L@ 1SR Raat Huh i
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Passo 6: Clicar a direita no outro dispositivo para mostrar o menu conforme se mostra
abaixo. A partir do menu mostrado seleccionar “Update Driver Software...”. Este mostra
entdo a opg¢ao para uma busca automatica ou manual.

_é Device Manager
File Action View Help
e @ E Hm & F %S

4 g5 1-PC -
i {8 Computer

'> o Disk drives

. Display sdapters

b 0% Human Interface Devices

b IDE ATASATAPL controllers

»-§ TEEE 1384 Bus host controllers

=2 Keyboards

b B Mice and other peinting devices

- B Monitars

5 &F Network adapters

4 - -Otherdey

Update Driver Software...
r? Communicatio Disable

[ E Proceszors

= Uninstall
-5 Sound, videoand g
1B Systern devices Scan for hardware changes
4§ Universal Serial Bus )
i Standard Enha =L
' Standard Enhanced PCTto USB Host Controller
§ Standard OpenHCD USE Hest Controller
i Standard OpenHCD USE Host Controller Ti
- |§ USB Mass Storage Device
§ USB Roct Hub
.. @ ISR Rant Huh 2

Launches the Update Driver Software Wizard fer the selected device.

Passo 7: Seleccionar a segunda opgao para pesquisar manualmente.

e

Il\:'} L Update Driver Software - USB <-> Serial Cable

How do you want to search for driver software?

= Search automatically for updated driver software

Windows will search your computer and the Internet for the latest driver software
for your device, unless you've disabled this feature in your device installation
settings.

% Browse my computer for driver software
Locate and install driver software manually.




Passo 8: Clicar “Browse” e escolher o controlador do SO correspondente no CD. Clicar
“Next” para continuar

@ || Update Dniver Software - USB Serial Converter

Browse for driver software on your computer

Search for driver software in this location:

| E\driveriywindows 7.0| - Browse...

[¥] Include subfolders

<% Let me pick from a list of device drivers on my computer

This list will chow installed driver software compatible with the device, and all driver
software in the same category as the device,

et |I Cancel I

Passo 9: Quando a instalagao estiver concluida € mostrado um ecra de finalizagao.

Installing driver software...

Passo 10: Premir “Close” para fechar esta janela e voltar a janela do “Device Manager”.
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w@u-iﬂl Update Driver Software - USB Serial Converter

| Windows has successfully updated your driver software
Windows has finished installing the driver software for this device:

USE Senial Converter

&

—_— = e
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File Action View Help
&= | HEH HD & F %S

b 5 Hurnzn Interface Devices
I g IDE ATA/ATAPT controllers
- @ IEEE 1394 Bus host controllers
b &2 Keyboards
I:: ﬂ Mice and other pointing devices
B F Menitors
JQ‘ Metwork adnpters

i w Cemmunications Port (CON1)

|> . Proceszors

[ .ﬂ Sound, video and game controllers

i: 4B System devices

4 i Universal Serial Bus controllers

- G Standard Enhanced PCIto USB Host Controller
¥ Standard Enhanced PClto USE Host Contraller
E Standard OpenHCD USB Host Controller

| i Standard OpenHCD USB Host Controller

i UUSE Mass Storage Device

i USB Root Hub

.§ USE Roct Hub

L § USE Root Hub

USE Serial Converter




O “Device Manager” continuara a mostrar um dispositivo em “Other Devices” mas
adicionalmente a isto ha uma nova entrada nos Universal Serial Bus Controllers
indicado na captura de ecra acima como o Conversor Série em USB. Isto indica que a
camada do barramento do controlador esta instalada. A instalagdo da camada da Porta
de comunicacgdo Virtual do controlador € praticamente uma repeticdo de alguns dos

ultimos pontos.

Passo 11: Clicar a direita no outro dispositivo para mostrar o menu conforme se mostra
abaixo. A partir do menu mostrado seleccionar “Update Driver Software...”. Este mostra
entdo a opg¢ao para uma busca automatica ou manual.

== Device Manager

File Action View Help

| M| E HE & 2SS

= Keyboards

o BE Monitors
- Metwork adapters
4 -7 Other devices

- 5 Hurnan Interface Devices
b g IDE ATASATAPI controllers
.. IEEE 1394 Bus host contrallers

Jlj Mice and other pointing devices

“1|lf USB Serial Poe
4T Ports (COM & LI

LT Communical
o 2 Processors
;B Jound, video am
» M System devices
4--i Universal Serial &
; Standard Enk

Update Driver Software...
Disable
Uninstall

Scan for hardware changes

Froperties

LISE Root Hub
USB Root Hub
USE Root Hub
USB Root Hub

Standard Enhanced PCI to USE Host Controller
Standard OpenHCD USE Host Controller
Standard OpenHCD USE Host Controller

USB Mass Storage Device

USE Serial Converter

Launches the Update Driver Software Wizard for the selected device.

Passo 12: Seleccionar a segunda opgao para pesquisar manualmente.



() U Update Driver Software - USB Serial Port

How do you want to search for driver software?

< Search automatically for updated driver software
Windows will search your computer and the Intemet for the latest driver software
for your device, unless you've disabled this feature in your device installation
settings.

= Browse my computer for driver software
Locate and install driver software manually,

Caﬁ el

Passo 13: Clicar “Browse” e escolher o controlador do SO correspondente no CD. Clicar
“Next” para continuar

-

—
@ _ Update Driver Software - USB Serial Port

Browse for driver software on your computer

Search for driver software in this location:
| E\drverywindows 7.0 - Browse...

¥ Include subfolders

< Let me pick from a list of device drivers on my computer
This list will show installed driver software compatible with the device, and all driver
software in the same category as the device,

| Nex || Cancel




Passo 14: Quando a instalagao estiver concluida € mostrado um ecra de finalizagao.

. S

()} L Update Driver Software - USB Serial Port

Installing driver software...

|

Passo 15: Premir “Close” para fechar esta janela e voltar a janela do “Device Manager”.



i 3
P @ [l Update Driver Software - USB Serial Port (COM3)

N o i
|

! Windows has successfully updated your driver software

Windows has finished instzlling the driver software for this device:

USE Serial Port

File Action View Help
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by IDE ATAJATAPL controllers

i i IEEE 1384 Bus host controllers

=) Keyboards

b - Mice and other pointing devices

;B Monitars

|'w AF Network adapters

a ? Ports (COM S LP
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- T USB Serial Port (COM3)

B 2 Proceszg

e ﬂ Sound, video and game controllers

I.> B Systemn devices

Fe E Unnsersal Serial Bus controllers

Standard Enhanced PCl to USB Host Cantroller

Standard Enhanced PCl to USB Host Cantroller

Standard OpenHCD USE Host Controller

Standard OpenHCD USE Host Controller

USE Mass Storage Device

USE Root Hub

USE Root Hub

USB Root Hub

USB Serial Converter




Neste momento o “Device Manager” ndo tem uma entrada USB <--> Cabo Série em
“Other Devices” mas mostra as entradas em “Universal Serial Bus Controllers” e “Ports
(COM & LPT)”. A captura de ecréd acima mostra uma instalagédo correcta. O dispositivo
esta agora pronto a usar em COM3.

NOTA: Nem todos os dispositivos se instalardo na COM3. A alocacgao da porta COM é
determinada pelo assistente de instalagcdo com base na porta de comunicagao seguinte
livre conforme indicado no registo do PC.

Observagoes:

Apés a instalagcdo, se conseguir ver “USB Serial Converter’ a partir do “Device
Manager”, mas nao consegue ver “USB Serial Port (COM3)”, prosseguir para os
proximos passos.

H:_‘} 1DE & A& &KL Controlers

2 Keyboards

') Mice and other pointing devices

g Other devices
_E' §TCOM & LPT)

E_hyr Communicakions Part (COML)

ﬁ;" Communications Port (COMZ)
7 Printer Port (LPT1)

+ % Processor

+ @, sound, video and game cortrollers

+- i System devices

- é’ Universal Serial Bus controllers

Standard Universal PCI ko USE Host Controller

Standard Universal PCI ko USE Host Conkroller

Standard Universal PCI to USE Host Conkroller

Standard Universal PCI ko USE Host Controller

USB Rook Hub

UISE Rook Hub

158 Root Hub

ISR Mimams Lok
T

;r L= o

T-F-FAF




Passo A: Clicar no lado direito do rato em “USB Serial Converter”, depois clicar em
“Properties”.

#| {48 Human Interface Devices

-4 IDE ATAATAPI controllers

+ s Kevboards

-1 Mice and other pointing devices

| Eok ObRer devicas

o Ports (COM & LPT)
' Communications Port (COM1)
' Communications Port (COMZ)
o Printer Port (LPT1)

+ W Processors

. sound, video and game controllers

i Swstem devices
Universal Serial Bus conkrollers

Standard Universal PCI to USE Host Conbraller
Standard Universal PCT to USBE Host Conbroller
Standard Universal PCI bo USE Host Conbroller
Standard Universal PCI to LUSE Host Contraller

V][ <[]

1J5E Rioak Hub

USE Roaok Hib

1J5E Riook Hub

1U5E Riook Hub

LI5E Serial Conveder
IUpdate Driver...
Disable
Uninstall

Scan For hardware changes

Passo B: Seleccionar “Load VCP” em “Advanced”, clicar “OK”.

LSB Serial Converter Properties

| General| Advanced | Power Management | Driver |

GQ g USE Senal Converter

Configuration

UUze theze zettings to ovemnde nomal device configuration

W Load\VCP

oK H Cancel H Help ]




LISB Serial Converter Properties

[ Generalf Advanced | Power Managernent | Diriver |

# & USB Senal Cornverter

Configuration

[lze theze settingz to ovemde nomnal dewvice configuration

V¥ LoadVCP

QK H Cancel ][ Help ]

Passo C: Mover USB 2.0 para RS232 no seu computador. Ligar o dispositivo a uma
porta USB antiga de novo no seu PC, agora esta OK, deve consultar, por favor o
seguinte esquema:



[+ Hurnan Intesface Devices

[+-5) IDE ATAJATAPT controllers

[ Keyboards

[+~ ") Mice and other painting devices
[+ Other devices

= Ports (COM &LPT)

- Y Communications Port {COM1)
- Y Communications Part (COM2)

T R Bl T
Frinker-Far kP

o e LR |
R erial Py

@, Sound, video and game controllers

[#- & System devices

= I?é Universal Serial Bus controllers

6 Standard Universal PCT to USE Host Controller
& Standard Universal PCI o UISE Host Cortroller
& Standard Universal PCI o UISE Host Controller
S Standard Universal PCT to USE Host Controller
= LUSE Root Hub

S LUSE Root Hub

= 1USE Root Hub

S E-RootHotr
% IISE Serial Converter

Desinstalar Dispositivos PL2303GT

Com a apresentacdo do Microsoft Windows 7/8/8.1, o PL2303GT desinstalador foi
considerado inutil devido a Windows Resource Protection evitando assim que os
ficheiros executaveis apaguem os ficheiros no controlador e os valores de registo
associados. Windows 7/8/8.1 apenas permitira que o proprio sistema modifique ficheiros
e registe valores nestas localizagdes.

Os dispositivos podem ser removidos usando o Device Manager bastando para isso
apenas clicar a direita no rato e seleccionar “Uninstall”. Isto apagara as entradas de
registo associadas apenas a esse dispositivo. O Windows 7/8/8.1 fornecera um método
automatico para apagar os ficheiros do controlador através duma caixa de verificagao
para “Delete the driver software for this device” na caixa de dialogo desinstalar.

; : ; ' Confirm Device Uninstall ||
Confirm Device Uninstall @
USB Serial Port (COM3] USB Serial Converter

g = 4

Waming: You are about to uninstall this device from your system Waming: You are about to uninstall this device from your system.

V| Delete the driver software for this device | Delete the driver software for this device.

QK | | Cancel [ DK ] | Cancel
L -




Manual de Instalacao Windows XP

Passo 1: Introduzir o CD deste produto na entrada CD-ROM

Passo 2: Ligar o dispositivo a uma porta USB disponivel no seu PC, e encontra o novo
assitente do equipamento, deve consultar, o seguinte esquema:

i) Found New Hardware

ush serial converter
S5 % Y, 4127 PM
e F-

Found Mew Hardware Wizard

Welcome to the Found New
Hardware Wizard

Windows will search far curment and updated software by
looking on wour computer, an the hardware inztallation CO, ar on
the Windows Lpdate ‘\Web site [with vour permizzion).

Online privacy infarmation

Can “Windows connect to Windows Update to search for
zoftware?

() Y'es, this time only

() 'es, now and every time | connect a device

Click Mext to continue.

Hewt = ][ Canicel




Passo 3: Seleccionar “No, not this time”, clicar “Next” para continuar.

Found Mew Hardware Wizard

Thiz wazard helpz you ingtall saftvare faor;

uzh genial converter

x') If your hardware came with an installation CD

or floppy dizk. insert it now.

W'hat do pou want the wizard to do’?

) Install the softveare automatically [Fecommended)
() Install from a list or specific location [Advanced)

Click Mest to continue.

[ < Back H Ment - l[ Cancel ]

Passo 4: Seleccionar “Install from a list or specific location (Advanced)”,clicar “Next”
para continuar.

Found Mew Hardware Wizard

Please choosze your zearch and inztallation options.

(%) Search for the best driver in these locations.

Uze the check boxes below ba imit or expand the default search, which includes local
paths and removable media. The best driver found will be installed.

Search removable media [floppy, CO-ROM..]

[ Include this location in the search:

() Don't search. | will choose the driver to install

Chooze thiz option to zelect the device diver from a list. “Windows does not guarantees that
the driver pou choose will be the best match for your hardware.

< Back ” Mest = ][ Cancel




Passo 5: Seleccionar “Search removable media (floppy, CD-ROM...)", clicar “Next” para
continuar.

Found Mew Hardware Wizard

Pleasze wait while the wizard searches._ ..

@ uzh genial converter

Cancel

Passo 6: Busca automatica para o controlador correspondente no CD.

Found Mew Hardware Wizard

Please select the best match for your hardware from the list below.

% I1SE Serial Canverter

Description Yerzsion  Manufacturer | Location
FTDI iuzh 2.0 o O ErbEr i
3&' 15E Senal Corverter 2240 FTDI iuzh 2.0 to re2 32 cablehwinzC
< X

[5¥  This driver is digitally signed.
Tell me why driver sigring iz important

¢ Back ” Meut l[ Cancel




Passo 7: Vai encontrar dois tipos de assistente do equipamento, um é para o USB 2.0
Para Conversor RS232, um outro é para o USB 2.0 Para cabo RS232. Escolher o
controlador correspondente de acordo com o produto, clicar “Next” para continuar.

Found Mew Hardware Wizard

Pleaze wait while the wizard installs the software__.

% I1SE Senal Canverter

frd 2. i
To C:WaIMD WS hepomowBd

Passo 8: O assistente iniciou a instalacido e copia o ficheiro para o seu sistema

Found Mew Hardware Wizard

Completing the Found New
Hardware Wizard

The wizard haz finizhed instaling the zoftware for;

% IISE Serial Corverter

Click Finigh to cloze the wizard.




Passo 9: Clicar “Finish” para fechar o assistente.

jr,} Found New Hardware

USE Serial Part

EM J - 3'-' Wy 4:31PM

Passo 10: Encontrar nova porta com.

| Found New Hardware Wizard

Welcome to the Found New
Hardware Wizard

Online privacy information

zoftware?

() Wes, thiz time only

(%) Mo, naot thiz time

Click, Mest to continue.

Windows will zearch for current and updated software by
looking ar your computer, on the hardware ingtallation CO, or on
the Windows Update \web site [with pour permiszion).

Can Windows connect to Windows Update to search far

(7) ez, now and even time | connect a device

Mest »

l [ Cancel




Passo 11: Seleccionar “No, not this time”, clicar “Next” para continuar

This wizard helpz you install zoftware for;

I1SE Seral Port

:;..',\‘I If your hardware came with an installation CD
2= or Hoppy dizk, inzert it now.

w'hat do pou want the wizard to do?

) Install the software automatically [Fecommended)
(%) Inztall from a list or specific location [Advanced)

Click Mest to continue,

[ < Back ” Mext » ][ Cancel ]

Passo 12: Seleccionar “Install from a list or specific location (Advanced)”,clicar “Next”
para continuar.

Found Mew Hardware Wizard

Please choose your search and inztallation options.

(*) Search for the best driver in these locations.

Uze the check boxes below ta limit ar expand the default search, which includes local
pathz and removable media. The best diver found will be inztalled.

Search remavable media [floppy. CD-ROM...]

[ ] Include this location in the search;

() Don't zearch, | will choose the driver to install

Chooze thiz option to select the device driver from a list, Windows does not guarantee that
the driver you chooze will be the best match for your hardware.

¢ Back “ MHest = ][ Cancel




Passo 13: Seleccionar “Search removable media (floppy, CD-ROM...)", clicar “Next”
para continuar.

Found Mew Hardware Wizard

Pleaze wait while the wizard searches. ..

@ USE Serial Port

Passo 14: Busca automatica para o controlador correspondente no CD.

| Found New Hardware Wizard

Please select the beszt match for your hardware from the list below.

(g USE Serial Part

Dezcription Werzion  kManufacturer | Location
S 4 ISE Serial Pott 2240 FTDI iuzbh 2.0tk0 s 3
.'5'&' JSE Serial Pott 2240  FTOI hwzhb 2.0 to re2 32 cablehwin2000_x

|
|

[5F This driver is digitally signed.
Tell me wahy driver signing iz imparkant

< Back ” Meut » ][ Cancel




Passo 15: Escolher um tipo de controlador para o seu produto, clicar “Next” para
continuar.

| Found New Hardware Wizard

Pleaze wait while the wizard installz the software. ..

(3 USE Serial Part

FTLang.dl
To C:AwAM DO Shapstem32

Passo 16: O assistente comecou a instalagcao e a copia ficheiros para o seu sistema.

| Found Mew Har dware Wizard

Completing the Found New
Hardware Wizard

The wizard haz finizhed installing the software for;

(3 I15SE Senal Port

Click Finizh to close the wizard.




Passo 17: Instalagao concluida, clicar “Finish” para fechar o assistente.

,:lri Found New Hardware x

Your new hardware is inskalled and ready bo use,

4134 PM

Passo 18: O seu novo equipamento esta instalado e pronto para usar.

L

My Documents

LRl Open
Explore
Search. ..
Manage

Map Mebwark Drive. ..
Disconnect Metwork, Drive, .,

Create Sharkcut
Delete
Rename

Properties




Passo 19: Se pretender visualiza-lo, clicar a direita em “my computer”, depois clicar
“Properties”.

System Properties |E le

_ aystem Restare (i Autornatic Updates I Remate

General | Computer Mame i Hardware | Advanced

Device Manager

2 The Device Manager liztz all the hardware devices installed
= on your computer. Lze the Device b anager to change the
properties af any device.

Device kManager

Dirivers

Crrivitig Signing lets vou make sure that installed drivers are
compatible with ‘wWindowsz, Windows Update etz pou zet up
hiowy Windows connects bo Windows Update for drivers.

’ Ciriver Sigring ] [ Windows Lpdate

Hardware Prafiles

Hardware profiles provide a way for you to get up and store
different hardware configurations.

[ Hardware Profiles ]

[ ] H Cancel ] Spply




Passo 20: Seleccionar “Device Manager” no “Hardware” do interface “System
Properties”, clicar no mesmo, pode visualizar os dispositivos do equipamento instalados
no seu computador, deve consultar o seguinte esquema:

+ @ Human Interface Devices
+-(=% IDE ATAJATAPT controllers
+-4zs Kevboards
Mice and other pointing devices
g COther devices
-1 & Ports (COM & LPT)
Communications Port (COM1)
,;;-" Communications Part (COM2)

i Prirker-Paek ."l PTLY

L—Q S S——

+-8), Sound, video and game contrallers

+ wgl Syskem devices

= é Universal Serial Bus controllers
Standard Universal PCI bo USE Host Controller
Standard Universal PCI ko USE Host Controller
Standard Universal PCI ko USE Host Controller
Standard Universal PCI bo USE Host Controller
LISE Rook Hub

LISE Rook Hub
ISE Rook Hub

SRRt Hob
g USE Serial Converter

Passo 21: Instalagdo concluida.

Observagoes:

Apés a instalacdo, se conseguir ver “USB Serial Converter’ a partir do “Device
Manager”, mas nao consegue ver “USB Serial Port (COM3)”, deve prosseguir para os
passos seguintes.

+-i==y IDE ATASATAPI contrallers
+-i Keyvboards
+1- 1y Mice and other pointing devices
+ Other devices
= o PertE (COM & LPT)
ﬁb“ Communications Port (COM1)
ﬁ}“ Communications Port (COMZ)
4 Printer Part (LPT1)
+ ﬁ Processof
+- 8. sgund, video and game controllers
+ Syskem devices
- é Llnwersal Serial Bus controllers
= Standard Universal PCI ko USE Host Controller
---_' standard Universal PCT to USE Host Controller
& Standard Universal PCI ko USE Host Controller
&+ Standard Universal PCI ko USE Host Controller
& LUSE Rook Hub
& LUSE Rook Hub
& LUSE Rook Hub

S ISR Fmek L
HSBE-ReakHuE

1J3E Serial Converter




|- {8 Human Inkerface Devices

|22y IDE ATASATARI contrallers

1z Keyboards

7"y Mice and other pointing devices

] Other devices

= 5 Ports (COM & LPT)
r#" Cammunications Port (COM1)
ny‘ Zommunications Port (COMZ2)
o Prirker Port (LPT1)

+ % Processors

-8, Sound, video and game controllers

H- by System devices
- Universal Serial Bus controllers

Standard Universal PCI o SE Host Contraller
Standard Universal PCI o SE Host Contraller
Standard Universal PCI ko SE Host Contraller
Standard Universal PCI o SE Host Contraller
IJSE Root Hub
IJ5E Root Hub
IJSE Foot Hub
IJ5E Root Hub

J¥] [ A e R

+

115 Serial Conver

IUpdate Driver...
Disable
Uninstall

scan for hardware changes

Passo A: Clicar no lado direito do rato em “USB Serial Converter’, depois clicar
“Properties”.

LUSB Serial Converter Properties

:_General_i Advanced :_PuwerManagement || Doriver |

|
EQ 5 USE Serial Converter

- Configuration

|lze theze zettingz to override normal device configuration

| ¥ Load%CP

k. H Cancel H Help




Passo B: Seleccionar “Load VCP” em “Advanced”, clicar “OK”.

Passo C: Remover o conversor USB - RS232 do seu computador. Ligar o dispositivo a
uma porta USB antiga de novo no seu PC, agora esta OK, deve consultar o seguinte
esquema:

+ @ Human Interface Devices
+|-(=) IDE ATAATAPT contrallers
+-g Kevboards
+- ) Mice and other pointing devices
+ Other devices
—J- i Ports (COM&LPT)
;y* Communications Port (COM1)
;y* Commurications Pork (COMZ)

-8, Sound, video and game contrallers

+- wg Syskem devices

- é Universal Serial Bus controllers
Standard Universal PCT to USE Host Contraller
Standard Universal PCT to USE Host Contraller
Standard Universal PCT to USE Host Contraller
Standard Universal PCI o USE Host Contraller
1J3E Root Hub

1JSE Root Hub
1J38 Root Hub

F-H5E-RootHob
g IJSE Serial Converter

Parabéns, a instalagao foi concluida com sucesso.

Remover Controlador
1. Abrir os controladores deste produto, deve consultar o esquema abaixo:

driwerhUSE 2.0 TO RSEZ3E Conwerterhdriver FTClean

FTOIVHIN
.. ninztall Frogra. ..
FTOI Ltd.

2. Clicar duas vezes “FTClen.exe”, aparece o seguinte interface



W FTDI Clean LK

FTDI
Chip

YID Hex]
Pl - . Clean System
1

Exit
Status: Ready

3. Clicar em “Clean System”, aparece o seguinte interface:

N Y L |° FTODI Clean Ukiliky ¥1.0
M- FT]

Infarmation

i ) Disconnect all FTDI dewvices from the PC

TEF T TEnT

FTDI -

PIDr [Hex)

Wwindows <P
Status: Ready




4. Desligar a USB 2.0 para o dispositivo RS232 do PC, clicar “ok” aparecera o seguinte
interface, depois clicar “Yes”.

¥ I [ FTCI Clean Lklity Y1.0
b - FTI

(Confirm

TESTrTEnT

FTDI -

PID [Hex)

Windows =P
Status: Ready

5. Clicar “No” para desinstalar o controlador

y I . FTDI Clean Uiy 1.0
. i

Corfirm

9 Do youwant ba cancel driver uninstallation?
W )

Yes

TETrTe AT

FTDI -

PID [Hex)

windows 2P

Status: Ready

6. Quando a Desinstalacao estiver concluida, clicar “Exit” para terminar a aplicagao de
desinstalagao.

WID [Hex)
FTDI -

PID (Hex)
Euit

Wwindows =P
Status: System clean completed




Manual de Instalacao Mac OS X

1. Bem-vindo ao Manual de Instalagao Mac OS X

Este documento descreve o procedimento de instalagdo do controlador Série em USB
Mac OS X PL2303GT nos dispositivos PL2303GT’s FT2232C, FT232BM, FT245BM,
FT8U232AM e FT8U245AM. O controlador € disponibilizado para descarregar
gratuitamente a partir da secgéo Drivers do sitio web PL2303GT.

2. Instalar o Controlador em série USB PL2303GT

Descarregar o controlador a partir da secg¢ao Drivers do sitio web PL2303GT e guardar
o0 mesmo no disco rigido. O controlador esta agora disponivel em formato de imagem de
disco (.dmg). Executar o instalador clicando duas vezes no icone
PL2303GTUSBSerialDriver.dmg.

r i " w . 1
8en Install FTDIUSBSerialDriver Kernel Extension

Welcome to the FTDIUSBSerialDriver Kernel Extension Installer

Welcome to the Mac OS5 X Installation Program. You will be
O Introduction guided through the steps necessary to install this software

Read Me

Co Back | Continue

Clicar “Continue” para continuar com a instalag&o e seguir as instru¢des no ecra.
Quando a instalagao estiver concluida, reiniciar o computador.



een Install FTDIUSBSerialDriver Kernel Extension

Install Software

& Introduction
2 Read Me
2 Select Destination

& Installation Type
O Installing The software was successfully installed

© Finish Up

Click Restart to finish installing the software.

_
Go Back 'F—_m

Depois do computador ter sido reiniciado, ligar o dispositivo. Se o dispositivo for
instalado correctamente, podera visualizar as entradas no directorio /dev:
/dev/cu.usbserial-xxxxxxxx

/dev/tty.usbserial-xxxxxxxx

em que XXxXXxXXxX € o numero de série do dispositivo ou, para dispositivos que nao estao
em série, € uma cadeia de localizacdo que depende da porta USB na qual o seu
dispositivo esta ligado. Notar que para os dispositivos FT2232C, a porta A é evidenciada
pelo numero de série com mais um “A” e a porta B € designada pelo numero de série
com mais um “B”. /dev pode ser acedido através da aplicagcao do Terminal. A aplicacao
do Terminal pode ser apresentada quando seleccionar Go > Applications > Ultilities >
Terminal. Digitar as seguintes linhas na janela do Terminal para produzir a lista de
ficheiros:

cd/dev

Is-I

No caso de executar as Preferéncias do Sistema e seleccionar Rede (Go > Applications
> System Preferences > Network), devera visualizar o texto “New Port Detected”.



New Port Detected

§ ..- A new network port has been detected:
usbserial-1B22

Please verify that it is configured correctly, then

press Apply Now to activaze it.

Clicar “OK” e seleccionar “Network Port Configurations” a partir da lista Visualizar. A
nova porta pode ser activada a partir deste ecra ao seleccionar a caixa On e clicar
“Apply Now”.

|, AN Network (]

« B[ & O

- LN

Show All | Displays Sound | Metwork = Startup Disk

4F

Location: | Automatic [

4K

Show: | Network Port Configurations |

Check a configuration to make it active.
Drag configurations into the order you want to try them when
connecting to a network.

On | Port Configurations

B usbserial-1B22 -
New 1

# Internal Modem ——New:—

E Built-in Ethernet |TI
e —

( Delete... )
e

( Du plicate !

@)

i } o =
il_jjl Click the lock to prevent further changes. ( Assistme... ) [ Apply Now )

Neste momento, € possivel sair da Rede e utilizar o dispositivo como uma porta COM.
Se desejar configurar o dispositivo como um modem para uma ligagéo Internet,
seleccionar a nova porta a partir da lista Visualizar para exibir a janela a seguir
mostrada. Notar que o dispositivo FT2232C tem duas portas disponiveis e estas tém de
ser configuradas separadamente.



i 6 8 n Network =

Show all | Displays Sound | Metwork | Startup Disk

Location: '_ﬁﬁt-:hr-natic T!
Show: :_ﬁsﬁsé.r.ial—lﬂ-z.z. T!

F_ PPP~ TCP/IP Proxies Modem

Service Provider: {Optional)

Account Name:

Password:

Telephone Number:

Alternate Mumber: {Optional)

[ |Save password

Checking this box allows all users of this computer to
access this Internet account without entering a password.

( PPP Options... ) (  Dial Now... )

i

il L B s e e
i ‘-ll Click the lock to prevent further changes. ( Assistme.. ) Apply Now

As entradas para este ecra sao especificas da conta Internet para cada utilizador. Se
nao tiver conhecimento dos detalhes necessarios, deve contactar o seu operador de
servico Internet.

3. Desinstalar o Controlador Série em USB PL2303GT

Para remover os controladores do Mac OS X, o utilizador tem de estar registado como
raiz. Raiz € o nome de utilizador exclusivo que tem os privilégios necessarios para
aceder a todos os ficheiros.

Iniciar uma sesséo Terminal (Go > Applications > Utilities > Terminal) e inserir os
seguintes comandos no campo do comando:

cd/System/Library/Extensions

rm -r PL2303GTUSBSerialDriver.kext

O controlador sera entdo removido do sistema.

Para remover a porta do sistema, executar as Preferéncias do Sistema da aplicagao e
seleccionar Rede. Seleccionar “Network Port Configurations” a partir do menu Visualizar
exibira a porta como sombreada a cinzento.

Seleccionar a porta ndo instalada e clicar “Delete”. Confirmar a ac¢gao para remover a
porta.



860 Network =N

Show all | Displays Sound | Network  Startup Disk

£y
L

Location: Automatic I

Show: | Network .Fiﬂrt.Caﬁfliguratians T]

Check a configuration to make it active.
Drag configurations into the order you want to try them when
connecting to a network.

On | Port Configurations

™ Internal Modem ( New.. )
@ Built-in Ethernet IT _|

icare

1 —
hEI‘ Click the lock to prevent further changes. L Assist me... ) Apply Now

4. Como sei qual é aID do meu dispositivo?

Entrar no utilitario Perfil do Sistema, ou no Perfil do Sistema Apple para versdes
anteriores do OS X.

Este pode ser acedido indo para o Localizador e seleccionando Aplicagdes a partir do
menu Ir, seguidamente abrir a pasta Utilidades.

Seleccionar “USB” em “Hardware” no painel do lado esquerdo e seguidamente
seleccionar o dispositivo apropriado na Arvore do Dispositivo USB. Na captura de ecra
em baixo (do OS 10.3), o dispositivo tem uma ID de dispositivo indicada por:

Nome do Fornecedor: PL2303GT

ID Produto: 24577 ($6001)

Um Nome de Fornecedor de PL2303GT é equivalente a uma ID de Fornecedor de 1027
($0403).



F bl
(=) f_ﬁ. (&) _Sl}_rstem I"rpfile

Andy's eMac 1040172005 08:37

Contents | |USB Device Tree
¥ Harcware USE Bus
Memory ¥ USE Bus
PCI/AGP Cards ¥ Hub in Apple Extended USE Keyboard
ATA USE <~ Serial
SCEl Apple Optical USB Mouse
LGB Apple Extended USB Keyboard
FrreWire USE Bus
AirPort Card USE High-5peed Bus
Modems
V¥ Software
Applications -
iAot USB <-> Serial:
MNetvork
Logs ~ Vendor Name: FTDI
Speed: Up to 12 Mb/sec
Product ID: 24577 (36001}

Bus Power (ma): 100

SE o dispositivo n&o funcionar depois de o controlador estar instalado, € provavel que o
PID (ID Produto) ndo seja suportado pelo controlador. Se for este o caso, deve contactar
o Apoio PL2303GT com o PID que necessita de ser adicionado ao controlador. SE o VID
(ID de Fornecedor) nao for 0x0403, € provavel que o dispositivo ndo seja um dispositivo
PL2303GT e portanto ndo o podemos suportar.

Manual de Instalacao Windows CE

1. Bem-vindo ao Manual de Instalagao Windows CE

O objectivo deste MANUAL é fornecer aos utilizadores de USB 2.0 Para RS232 um

procedimento simples para instalar os controladores para os respectivos dispositivos

nos PDAs e destino que estdo a executar o Windows CE 4.2 e posterior.

2. Instalar os Dispositivos

Os controladores VCP emulam uma porta COM padrao. Estes podem ser comunicados

da mesma forma que para outra porta COM no PC.

- ficheiro do controlador VCP - PL2303GT_ser.dll.

- PL2303GTPORT.inf - ficheiro alteravel pelo utilizador para permitir que sejam
instalados dispositivos com combinagdes VID e PID personalizadas.

- Copiar todos os ficheiros ndo zipados para o directério \\Windows no PDA.

- No caso de o PDA exigir uma adaptador anfitrido (por ex. cabo anfitrido USB, pacote
de apresentagao ou cartdo anfitrido Compact Flash), assegurar que esta ligado e
instalado antes de continuar.



- Ligar o dispositivo RS232 a porta anfitrido USB no PDA. Isto fornecera uma caixa de
dialogo para direccionar o Windows CE para os ficheiros do controlador.

- Digitar o nome completo do ficheiro do controlador VCP na caixa de dialogo tal
como seguidamente mostrado. Se o nome do ficheiro estiver incorrecto, o
controlador nao sera encontrado e o dispositivo nao funcionara.

- Alinstalacao do dispositivo esta agora concluida.

Enter the name of the device
driver for this device, For
inforrnation, see the device
manufacturer's docurmentation,

| i ser.dl |

I 0K | | Cancel |

1231(2[(2[4|5|6[7]8[0]0]-|=
Tablq|w|e|[r[t|y|u|i|o[p]|l
CAP[a[s[d[f]a[h] ] k]I
Shiftjz [ [c[v[b[n[m][, ]
ctlai] * [\ ] I

"
r

[i]
k

- Alinstalacado do dispositivo esta agora concluida.



