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Prima di iniziare, dovrete preparare i seguenti articoli:

Un PC con sistema Windows con CD di installazione del server di stampa
Una stampante

Un cavo stampante

Un HUB

Rete via cavo con Server Stampa:
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Server di Stampa HUB
Stampante
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Computer Computer Computer

Installazione hardware:

1.
2.

w

Spegnere l'alimentazione della stampante.

Collegare il server di stampa alla vostra stampante con il cavo stampante
fornito.

Accendere l'alimentazione della stampante.

Collegare l'alimentatore AC nel connettore di alimentazione del server di
stampa.

Attendere 10 secondi poiché parte dell'autodiagnosi di accensione del
server di stampa (POST).



Installazione del Software

1. Per abilitare la comunicazione di rete con il server di stampa, il vostro
computer deve avere un indirizzo IP adeguato, per esempio 192.168.0.100

2. Inserire il CD di installazione nel CD-drive ed appariranno i seguenti
messaggi.
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DIGITUS® Enjoy connectlons lee

b up_.:-.w_lzar,d_l Welcome to the Network Print Server CD ROM
Browser, S2lect one of the oplians 1o continue,

Documentation,

Nota:
Per l'applicativo di installazione sotto Windows Vista/7/8/10, dovete scegliere
Run as administrator facendo click con il tasto destro sull'icona del desktop.




Scegliere Setup Wizard per installare il server di stampa e configurare la
stampante connessa.

Metwork Print Server Setup Wizard

Welcome to the Network
Print Server Setup Wizard

This Wizard guides you through the installation of the Mebwark print

|
|
b
Welcomel serverthat is connected to the local area network on this computer.

Before you proceed, make sure the print server and the printer are
properly connected and turned an.

To continue, click Mext.

Save Seftin g5

- Yersion 0.95.01
Select a Pri

Cancel ‘

Cliccate su Next I'applicativo rilevera automaticamente il server di stampa.



5. Dalla schermata Select A Print Serverselezionare un server di stampa
che volete configurare e cliccate su Next.

MHetwork Print Server Setup Wizard '

x|
Select A Print Server

This Wizard has found the fallowing print servers on the netwark.

Select a print server that vouwant to set up from the list.

Select & Print Server, Detacted print servers onyour local network ;

Device Mame | 1P address | mAC Address | Port |
3F_PrintSen739204  192.168.0.10 :
IP_PrintSen739204  192.168.0.10 0040:A27392:04 2
Configure Wirele IP_PrintSen739204  192168.010 00:40:A273:92:04 3

Change Settings:

Configure TCP -

Save Setii

Select a Printef L | L

Ifthe print server you want to set up is not displayed, ﬂl
check the connection and click Refresh.

Mote ; Ifyour print serer has justbeen turned on, it may take a few
minutes for the print servar to initialize hefore it can be detected and
displayed by the wizard.

4 Back I Mexnt > I Caticel

Nota:
Pannello

]

LAN' USB1  USB2

PARALLELO
PARALLELO & Porta 1(PID1)
USB1 & Porta 2(PID1)

USB2 & Porta 3(PID3)



6. Nella schermata di Change Settings, selezionare No o Yes:

Network Print Server Setup Wizard

Change Settings

Thizs Wizard allows the network administrator to change same basic
settings ofthe print serer. Ifyou are not the netwark administrator, do
not change settings. Wrong settings may cause the print sener not to

Select A Print Server BTG CUTELET

Change Settings

& ¥es, [wantto chanoe settings

Pagsward: |

" Mo, | dontwantto chanoe settings.

| To change settings, you must enter the passwoard. A brand-new

| Metwark print server has no default passward. fyou are configuring a

| wireless print server and it's now operating in Diagnostic mode, you
don't need to enter the passwoard.

¢ Back | Mewt » | Cancel ]

Cliccare su No se volete che il server di stampa continui ad utilizzare I'indirizzo
IP predefinito e mantenga le impostazioni predefinite, e quindi cliccate su
Next.

e Indirizzo IP 192.168.0.10

e Maschera Subnet: 255.255.255.0

Cliccate su Yes se volete modificare il vostro indirizzo IP per il server di
stampa, e quindi cliccate su Next.

Nota:

1. L'indirizzo IP del server di stampa deve essere all'interno della stessa
subnet del vostro adattatore di rete.

2. Dopo che avete salvato il nuovo indirizzo IP, il server di stampa si riavviera
automaticamente per rendersi pronto per il nuovo indirizzo IP. Potrebbero
essere necessari alcuni secondi.




7. Sulla schermata Select A Printer selezionare una stampate gia
configurata dalla lista, cliccare su Next e quindi Finishper completare
l'installazione.

o
Selezionare Add New Printer se il server di stampa € connesso ad una

stampante che non é stata installata prima e non appare nella lista.

Network Print Server Setup Wizard

Select A Printer

The Wizard now helps you set up the printer that is connected to the
print server. ¥ou can either select a printer that has already bheen
installed on this computer ar add a new printer.

Select a printer from the following list Add Mew Primer]

Printer Marme | Port i
Samsung ML-1750 Series LPT:PSaCD1-1

Canan 52005P FILE:

Canon MP7 30 Printer Lsa00m

Canon MPT30 FAx LSB{Canaon MPT30 ..

To add a new printer, waou need a printer installation COMdiskette or
the driver file that youve downloaded from the Intermet.

< Back l Hest » I Cancel




8. Cliccare su Add New Printer per avviare Windows Add Printer Wizard.

Add Printer Wizard

Welcome to the Add Printer
Wizard

Thiz wizard helps vau inztall a printer ar make prinker
conhechions.

through a USE port [or any ather hot pluggable
port, zuch as [EEE 1394, infrared, and =0 an), pou
do not need to uge thiz wizard, Click Cancel to
cloze the wizard, and then plug the printer's cable
itk wour computer ar point the prinker toward your
computer's infrared part, and turn the printer an,
Windowes will automatically install the prinker far you,

ir) |f you have a Plug and Play printer that connects

To continue, click Mest.

ue:-:w |I Cancel ]

9. Cliccare Next e selezionare Local Printer, assicurarsi che la casella
Automatically detect and install my Plug and Play printer NON sia
selezionata. Quindi cliccare su Next.

Add Printer Wizard

Local or Hetwork Printer
The wizard needs to know which type of printer to zet up.

Select the ophion that descnbes the printer you want to uze:

(%)L ocal printer attached to this computer

[] Automatically detect and install my Flug and Play printer

(3 & network printer, or a printer attached to another computer

L] To zet up a network, printer that is not attached to a print server,
““lf) uze the ''Lacal printer'” option,

< Back ” Mest » ll Cancel




10. Assicurarsi che il pulsante-radio Use the following port sia cliccato e
selezionare LPT1: (Recommended Printer Port) dal menu a tendina.
Quindi cliccare su Next.

Add Printer Wizard

Select a Printer Port
Computers communicate with printers through ports,

Select the port pou want your printer bo uze. [F the port iz not isted, pou can create a
new pork,
¥

Mote: kost computers uze the LPT1: port bo communicate with a local printer.
The connector for thiz port should look zomething like thiz:

(%2 ze the following port; LF'T1: [Rec

ornmended Printer Part]

i Create a new port;

[ < Back ” Mest » l[ Cancel ]

11. Selezionare Manufacturer e Printer dalla lista dei driver stampanti. Quindi
cliccare su Next.

Add Printer Wizard

Install Printer Software
The manufacturer and model determine which printer software to uze.

e Select the manufacturer and model of vaur prinker. | paur prinker came with an installation
= dizk, click Have Disk. |f vour printer is niot lizted, consult vour prinker documentation for
compatible printer software.

| Manufacturer i | Printers o '
Gestetner S Hewlett-Pack ard HP-GL/Z Flatter
|Ett'F'Ell3k.Elfd = 3&' HP 2000C
T ¥ HP 2500C Series
infatec i ﬂ HP 2500C Series PCLACe
_'5& Thiz driver iz digitally signed. [ Windows Update ] [ Have Disk... ]

Tell me why driver sighing is imporkant

[ < Back ” Mest » l[ Cancel ]




12. Se avete gia installato il driver di stampa, vi si chiedera se volete
mantenerlo o sostituirlo. Cliccate Next. Fornite un nome per la stampante
e scegliete se volete renderla la vostra stampante predefinita. Quindi
cliccare su Next.

13. Quindi, scegliere se volete condividere la stampante con altri utenti di rete,
stampare una pagina di prova ( si prega di selezionare No.), etc.
Selezionare il pulsante radio appropriato e cliccare su Nexte Finish.

14. Nell'applicativo di installazione, completare l'installazione evidenziando la
stampante installata nella lista di Select a Printer e cliccare su Next
->Finish.

Network Print Server Setup Wizard

Select A Printer

The Wizard now helps you set up the printer that is connected to the
print server. You can either select a printer that has already been

installed on this computer or add a new printer.
Add Mew: Printeri

Select a printer from the following list

Printer Marme 1 Port ]
HF Laserlet 1200 Series PCL

Samsung ML-1750 Series
Canaon 52005P

Canaon MPT30 Printer
Canon MPT30 FAX

LPT:PSaC01-1

FILE:

sB0o1

LISB({Canon MPT30..

To add a new printer, yau need a printer installation CDIdiskette ar
the driver file that you've downloaded from the Internet,

¢ Back | Mewt » | Cancel
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15. Dal sistema Windows andare su start ->Printers and Faxes
evidenziare la vostra stampante appena installata.

% Printers and Faxes

File Edit ‘Wiew Favorites Tools  Help

OBack ,\-') L@ pSearch [EL‘ Folders * = (B x g

fddress | %4 Printers and Faxes 4 | €0
Printer Tasks éé
Sarmsung
See Also ML-LE

Other Places

Details

HP LaserJet 1200 Series
PCL

Docurnenks: O

Status: Ready

Maodel: HP Laserlet 1200 Seties
PCL

Status: Ready Documents: O

11



16. Cliccare con il tasto destro, selezionare Properties ->Ports e verificare

che la porta del server di stampa appaia.
& HP LaserJet 1200 Series PCL Properties

.Geneml 5haring| Ports |P|.|:I1.ran-:ed .Dewrice Settings |

Yl _
@ HP Laserdet 1200 Seres PCL

Print to the following partis). Documents will prirt to the first free

checled port.

Port Description Prirter A

O coma: Serial Port

O com4: Serial Port

U FILE: Prirt to File

1 useoot Vitual printer port ... Samsung ML-1750 Seres

LPT:P55401-1 152 168.0.10.FID:1  HP Laserlet 1200 Series (58
w

A | &

Corfigure Port...

J |

|  AddPot. ||  Delete Por

[ ] Enable prirter pooling

Close

17. Andare suGeneral; cliccare Print Test Page di prova per verificare la
configurazione.

18. Fatto.

Nota:

Se desiderate installare piu di un server di stampa, avviate I'applicativo di
installazione dal Menu di Avvio di Windows: start ->All Programs ->Network
Print Server ->PSWizard e ripetere la procedura di installazione.
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