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Radyo kontrolli WLAN y6nlendirici (router)

Kisa kurulum kilavuzu

Ambalajin igindekKiler ... Sayfa l
Ag baglantilarini olugturmak ..................cccoooi i, Sayfa 2
AGIN KUFUIMASI ... rrcir s r e s s s n e e e Sayfa 3
Ambalajin igindekiler

Bu yonlendiriciyi isletmeye almadan once liitfen ambalajin i¢inde eksiklik olup olmadigini
kontrol ediniz ve eksikleri talep etmek i¢in saticinizla irtibata geciniz:

1Genis band yonlendirici (ana parga, 1 ad.)
1 Kisa kurulum kilavuzu (1 ad.)

1 Kullanma kilavuzu CD-ROM (1 ad.)

] Gug adaptorti (1 ad.)

JUTPkablo (1 ad.)



Ag baglantilarinin olusturulmasi

Radyo kontrollu yonlendiriciyi kurmak igin lUtfen asagidaki talimatlari takip ediniz:

1. xDSL/Kablo modemi yonlendiricinin WAN baglantisina bir Ethernet kablosu (LAN)
tizerinden baglayiniz.
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2. Tim bilgisayarlari, ag cihazlarini (bilgisayarlar hari¢, oyun konsolu veya switch/hub gibi ag
uyumlu tiim cihazlar1 yonlendiriciye baglayiniz.
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Liitfen On taraftaki biitiin LED lambalarini kontrol ediniz. PWR* LED lambasi siirekli olarak
yanmali, WAN ve LAN LED lambalari, yonlendiricinin ilgili baglantilarindaki bilgisayarlar / ag
cthazlar1 agildiginda ve dogru baglandiklarinda yanmalidirlar.

,»PWR* LED lambas1 halen yanmadiginda ve tiim kablolar1 dogru bagladigimizdan eminseniz,
litfen ayrica yardim almak i¢in saticiyla irtibata geginiz.




Agin kurulmasi

Radyo kontrollu yonlendiriciyi konfiglre etmek icin latfen internet browser'i kullaniniz.
Ik konfiglrasyon icin radyo kontrollli yonlendirici ile bir bilgisayar arasinda kablo
uzerinden bir Ethernet(LAN) baglantisi gerekmektedir.

L Local Area Connection Status

General | Support

Connection
Status: Connected
Diuration: 032714
Speed: 100.0 Mbps
Activity
Sent % Recerved
m
i %
Packets: b.866 3.273
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General ._ Authentication | Advanced |

Connect using:

| B8 AMD PCNET Famiy PCI Ethemet Ad

Thiz connection uges the following items:
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Tranzmiszion Control Protocal/ntermet Protacal. The default
wide area network: protocaol that provides communication
acrozs diverse interconhected netwarks.

[] Show icon in notification area when connected
Matify me when this connection has imited or no connectivity

ak ] ’ Cancel

1. Bilgisayarinizi radyo kontrollU
yonlendiriciden IP adresini talep
edecek sekilde ayarlayiniz.
Bilgisayarin masaustunde ,Start”
(bilgisayar masautistiinde sol alt
kisimda olmasi gerekir) uzerine
tiklayiniz, sonra denetim masasi
uzerine tiklayiniz. Ag baglantilari
uzerine ¢ift tiklayiniz, sonra LAN
baglantisi Uzerine cift tiklayiniz.
S2Ayarlar® Uzerine tiklayiniz.

2. LAN baglantisinin ayarlari
penceresi aclimaktadir. Internet
Protokol (TCP/IP) seciniz, sonra
J2Ayarlar® Uzerine tiklayiniz.




Internet Protocol (TCP/IP) Properties

General | Alternate Eu:unfiguratiu:ur;i

“ou can get IP settings azsigned automatically if your network. supports
this capability. Othenwize, you need to azk your network, administrator for
the appropriate [P settings.
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_'_-_J} My Documents

i Internet
Internet Explorer
W5 E-mail

o Cutlook Express

: I b My Recent Documents #
_:::f My Pictures

_-_jr My Music

.

5! My Computer

G’ Control Panel
® Windows Media Plaver
@, Set Program Access and

Defaults

}f_% Printers and Faxes

'@ Tour Windows XP

4 | Files and Settings TransfFer
Wizard

t_‘/} Help and Suppork
);) Search

ﬁ] Log OFfF rti_) | Turn OFF Computer

All Programs D

S5 ok '{. Cancel

3. ,IP adresi otomatik al" ve ,DNS
server adresini otomatik al* seciniz,
sonra ,,OK" Uzerine tiklayiniz.

4. IP adresleri ayarlarini
tamamladiktan sonra latfen
masaustunde sol alt kisimda ,Start” ->
~-Run/Calistir Gzerine tiklayiniz ve
,cmd® girerek ,OK" Uzerine tiklayiniz.




C:sDocuments and Settingsshome userripconfig

WHindows IP Configuration

Ethernet adapter Local Area Connection:

Connection—specific DHS Suffix
IP Address. - . . . .

Subnet Mask . . . .

Default Gateway . . .

C:sDocuments and Settings~home userl_

192.168.2.3
255 . 255.255.8
192.168.2.1

5. ,ipconfig“ giriniz, sonra
.Enter” tusunu tiklayiniz.
Litfen IP adresini ve
~Standart Gateway'i“ kontrol
ediniz (Bu 6rnekte
yonlendiricinin IP adresi
192.168.2.1)

Dikkat, bu deger farkh
olabilir.

Connect to 192.168.2.1

Default: adming1234

Lser narme: L 5 w
Passwiord;

[ 1remember my password

l[ Cance

6. Internet browser'i baslatiniz ve
radyo kontroll yonlendiricinin IP
adresini adres satirina giriniz, sonra
asagidaki mesaj gorunecektir. Lutfen
kullanici adresini ve sifreyi giriniz,
sonra radyo kontrollti yonlendiricinin
internet yonetim kullanici yuzeyini
acmak icin ,OK" Uzerine tiklayiniz.

Standart kullanici adi: admin
Standart sifre: 1234

2 Wireless Router - Microsoft Internet Explorer

Ele Edt Wew Favortes Tools Help "
ﬂ @ ! /' ) Search Favarites {4} = E j~5
address | htep:/192.168.2.1 findex. asp >
~
Quick Setup Wizard
QuickSetup | The Quick Setup Wizard provides only the necessary configurations to

= connect your Broadband router to your Internet Service Provider (I5P)
through an external cable or a DSL modem.
General Setup

General Setup The Broadband router supports advanced functions like Yirtual Serwver,

Access Control, Hacker Attack Detection and DMZ. We highly
recommend you keep the default settings.

Status Information

e The Broadband router's status information provides the following
infarmation about your Broadband router: Hardware/Firmware version,
Serial Number, and its current operating status

Tools
Broadband router Tools - Tools include Configuration tools, Firmware
upgrade and Reset. Configuration tools allow you to Backup, Restare, or
Restaore to Factory Default setting for your Broadband router. The
Firmware upgrade tool allows you to upgrade your Broadband router's
firuwara Tha PESET tanl allswe wan tn racat vanre Braadhand ritar P

&] Done @ Internet

7. ,QuickSetup” Uzerine tiklayiniz

(GMT-05:00)Central Time (US & Canada)
Time Server Address : -

2.43.244.18

. . tiable Function
Daylight Savings : & T
Times Fram | January v |1

V_Tn,Januaq V__1 et

7 8. Oturdugunuz

' yerin zaman
bdlgesini seginiz
ve "Next/Devam”
uzerine tiklayiniz.




Broadband Type
Specify the WAN connection type required by your Internet Service Provider. Specify a Cable modem, Fixed-IP
xDEL, PPPoE xDSL or PRTP xDSL connection

O Cable Modem

A cannection through a cable modem requires minimal configuration. YWhen you set up an account with your
Cable provider, the Cable provider and your Broadband router will automatically establish a connection, so you
probably do not need to enter anything mare

O Fixed-IP xDSL

Some xD5L Internet Service Providers may assigh a Fixed P Address for your Broadband router. If you have been
provided with this information, choose this option and enter the assigned IP Address, Subnet Mask, Gateway P
Address and DNS [P Address for your Broadband router

© PPPoE xDSL

If you connect to the Interet using an xDSL Modemn and your ISP has provided you with a Password and a
Semwice Mame, then your ISP uses PPPoE to establish a connection. You must choose this option and enter the
required information.

O PPTP xDSL

If you connect to the Interet using an xDSL Modemn and your ISP has provided you with a Password, Local [P
Address, Remote IP Address and a Connection 10, then your ISP uses PPTP to establish a connection. You
must choose this option and enter the required information.

9. Kullanilan internet baglantisinin
genis band tipini seciniz ve
"Next/Devam" uzerine tiklayiniz.

Fixed-IP xDSL
Enter the [P Address, Subnet Mask, Gateway P Address and DNS [P Address provided to you by your
ISP in the appropriate fields.

IP address assigned by your Service Provider : | {FFRRE
Subnet Mask : ||pdapusiana]
DNS address :

Service Provider Gateway Address : [EFFS BT

Back || oK |

10. Lutfen internet baglanti
parametrelerini giriniz, internet
sunucusunun gonderdigi degere
uygun olmalidir.

Son olarak ,,OK" Uzerine tiklayiniz.

(Bu sayfanin igerigi 9. adimda segilen
baglanti metoduna gore farkhdir.)

Save setting successfully!

Please press APFLY button to restant the system for changes to take effect.

Apply

11. ,Apply/Uygula® Gzerine tiklayiniz.

System Restarting! Please wait for a while !
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12. Bu mesaji gordugunuzde,
yonlendirici 30 saniye iginde yeni
ayarlarla ¢alismaya hazirdir.

13. Internette bir web sitesi agmak veya bir internet uygulamasi baglatmak igin
bilgisayarinizi kullaniniz ve bunun dogru calisip calismadigini kontrol ediniz.

Bir radyo kontrolli agin genisletilmis ayarlari ve kurulmasi i¢in ayrica talimatlari CD-
ROM olarak beraberinde teslim edilen kilavuzda bulabilirsiniz.
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